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ChangeChangeChangeChange NoticeNoticeNoticeNotice No.No.No.No. NotificationNotificationNotificationNotification datedatedatedate ImplementationImplementationImplementationImplementation datedatedatedate
CN/A/2CN/A/2CN/A/2CN/A/23/0063/0063/0063/006 DecemberDecemberDecemberDecember 30,30,30,30, 2023202320232023 JanuaryJanuaryJanuaryJanuary 30,30,30,30, 2024202420242024

Subject:Subject:Subject:Subject: UsageUsageUsageUsage ofofofof OetikerOetikerOetikerOetiker ClampsClampsClampsClamps insteadinsteadinsteadinstead ofofofof wirewirewirewire tiestiestiesties inininin mdi SingleSingleSingleSingle UseUseUseUse FilterFilterFilterFilter AssembliesAssembliesAssembliesAssemblies andandandand SingleSingleSingleSingle UseUseUseUse

BagBagBagBag AssembliesAssembliesAssembliesAssemblies havinghavinghavinghaving tubingtubingtubingtubing withwithwithwith InnerInnerInnerInner DiameterDiameterDiameterDiameter ≥≥≥≥12.7mm.12.7mm.12.7mm.12.7mm.

Scope:Scope:Scope:Scope: ThisThisThisThis changechangechangechange notificationnotificationnotificationnotification willwillwillwill affectaffectaffectaffect thethethethe SingleSingleSingleSingle UseUseUseUse AssembliesAssembliesAssembliesAssemblies havinghavinghavinghaving tubingtubingtubingtubing withwithwithwith InnerInnerInnerInner DiameterDiameterDiameterDiameter

≥≥≥≥12.7mm.12.7mm.12.7mm.12.7mm.

Background:Background:Background:Background:

Use of wire ties to secure large ID tubings connections may have possibility of leakage. In case of

large tubing connection to provide better fitment and reliable connection, oetiker clamps shall be

used instead of wire ties.

NeedNeedNeedNeed forforforfor Change:Change:Change:Change:

Requirement of stronger and more reliable connection for large ID tubing with inner diameter ≥≥≥≥12.7

mm.

HowHowHowHow DoesDoesDoesDoes ItItItIt AffectAffectAffectAffect thethethethe User:User:User:User:

From a user point of view, the change shall provide better fitment and leak proof connection with the

use of oetiker clamp instead of wire ties. The change does not affect the quality of the product. All

performance specifications and product attributes will remains the same.

EffectiveEffectiveEffectiveEffective Date:Date:Date:Date:

mdi Single Use Assemblies and Systems, released after the implementation date (January 30, 2024) will

have the said changes. All the affected approved drawings shall be updated before manufacturing.

In case you have any queries, please feel free to contact our Technical Support Team at

'info@mdimembrane.com'.
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